REPLACEMENT PARTS SUITABLE FOR
Thermal Dynamics®

PWH/M 4A WELDING TORCH

Description . . | Description

1. T1448  8-4062 Shield Cup 5 11. 1463  9-1876  Collet 1

T12352 8-4064 OEM  Shield Cup with Lens 5 12. TO191 84158  Electrode Cap Standard 1

2. 71451 9-1847 Tip, (.062), 100 A - Std. 10 T2144 91877  Electrode Cap Extended 1

T1452  9-1848 Tip, (.093), 125 A - Std. 10 NS 72146 92204  Gas Distributor 1

T1453  9-1849 Tip, (.125), 250 A - Std. 10 NS 71456 80560  O-Ring 1

3. 1020  9-1890 Tip, (.062), 100 A - Ext. 10 NS 71457 80528  O-Ring 1

T2145  9-1891 Tip, (.093), 125 A - Ext. 10 NS 70157 84018 Nut 1

T2355 9-1892 Tip, (.125), 250 A - Ext. 5 NS 70183  9-1901 Adaptor 1

4. 71454 91827 Electrode (.187) - Std. 5 NS T0159 85005  Positioning Tube 1

T2134 9-1834 Electrode (.187) - Ext. 5 NS T-0161 84204  End Cap 1

5. 72105 84011 Liner (without Gas Distributor) 1 NS KT-1357 22125 PWH 4A® 70° Torch with Leads 7,6m (25'), centr.conn. 1

6. T-1455** 8-4012-UR  Liner (Gas Distributor included) 1 NS KT-1377 2-2829  PWH 4A®180° Torch with Leads 7,6m (25'), centr.conn. 1

7. 171458 84024 Collar 1 NS KT-1207 9-3088 PWH, M4A® Hose, shield, 4A/6A, 25! 1

8. T11543 8-4040 OEM Shield Gas Diffuser - Threaded 1 NS KT-1206 8-1505 PWH, M4A® Hose, plas., 25' 1

9. T0197  8-4069 Gasket - Shield Cup 5 NS KT-1186 92079  PWH, M4A®lead, neg. W.C., 12,5' (3,8m) 1

10. 1460 84014 Torch Head Assembly 70° 1 NS KT-1200 9-2081 PWH, M4A® lead, pos. W.C., 12,5' (3,8m) 1

T1303 84016 Torch Head Assembly 180° offset 1 NS KT-1201 8-1398 PWH, M4A® lead, neg. W.C., 25' (7,6m) 1

T0075 84015 Torch Head Assembly 90° 1 NS KF1202 8-1399  PWH, M4A®lead, pos. W.C., 25' (7,6m| 1
T1461  8-4054 Torch Head Assembly 180° inline 1

xx A UNIQUE DESIGN WHICH ENHANCES PERFORMANCE AND DIFFERS FROM OEM DESIGNS
NS NOT SHOWN IN THE PICTURE
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